“LAIMAS MUZYKANTI”

TECHNICAL RIDER

1. Live drum set (kick, snare, high hat, crash, ride, floor toms, upper toms)
2. Bass head, bass cabinet, or bass combo 
    Trace Elliot V-Type 600H or Marshall Dynamic Bass System

3. Guitar head, guitar cabinet, or guitar combo 

    Marshall JCM900 or JCM2000 ~150W

4. 5 Microphones total for vocals, accordion, bagpipes
    Microphone set up:
    2 lead vocal Shure 58 or analogous

    2 backing vocals (same models)

    AKG C 416 or Shure for accordion & bagpipes.

5. 8 normal size mic stand
6. 2 DI-box
7. Mixing console Soundcraft or Mackie

8. 8 monitors – 2 lines

9. Frontline system - min. 16 channel console with good quality FX (reverb, delay)

   - master EQ

   - limiters, compressors 

   - suitable power of PA for the size of venue/audience if open-air event, with massive 

     subwoofers capable to manage high quality electronically produced sounds

10. Visual - high quality lighting system, smoke.

11. Other:

· a sound technician with the knowladge of the full PA system during the whole length of    soundcheck and performance;

· a light technician with the knowladge of the full lighting rig during the performance.
12. Transport: Laimas Muzykanti needs easy transport access to to stage. Onloading stage and soundcheck  together takes 90 mins. 

      There should be min. one dressing room with restroom near the stage.

      The performance is app. 80 mins.
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